
 

 

 

Product card 

OPA luminaire 

   Characteristic  

Voltage  230V, AC 

Frequency  50 Hz 

Insulation class II 

Protection degree IP 65 

Material 
ω ōŀǎŜ - ŘƛŜ Ŏŀǎǘ ŀƭǳƳƛƴƛǳƳ ŀƭƭƻȅ ω ŎƻƴǘǊƻƭ ƎŜŀǊ ŎƻǾŜǊ -  

polycarbonate 

Colour black, possibility to paint in other RAL colours 

Mounting downwards only 

Assembly 
on columns, extension arms, aluminium and steel wall brackets       

ǿƛǘƘ ǎǇƛƎƻǘ ŜƴŘƛƴƎ qпн ƳƳΣ рл ƳƳ ŘŜŜǇ 

Control gear  
mounted on gear frame, magnetic ballast with thermal protection  
for luminaires 50W-150W, metal halide lamps MH 70W (EL) optio-

nally available with electronic ballast 

Distribution curve for luminaire OPA S-70W,  
ƭŀƳǇ ŘƛŦŦǳǎŜǊ {ǇƘŜǊŜ ǿƘƛǘŜ qпрл 

aluminium luminaire 
base 

Small stainless steel 
louvre reflector 

lamp 

cover (PC) 

universal gear frame 
with electromagnetic or 
electronic gear 
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