ROSA

Technical Datasheet

ARTEMIS LED luminaire

q

QQqQaaq Qaaqgaq
QQaQqQdaqg QQaQqQag
QQaqgaq QaqQagaq
QQaqQdaqg QQaqQdaqg
® A
S0_ 290 50 .
®
\—\ \« 0200 Q
= LS 1 ©9) | X
570 N
o
\Z12 Z1 ©®
_ 200 ol
L 4568 J 50
_ 494 |
Characteristic
Ingress protection of optical system and driver IP 66
Electrical class I
Nominal input voltage 120-277V AC
Frequency 50/60 Hz
Operating temperatures mnc/ G2 bnnc/
Material anodized aluminium alloy
Colour inox / black
Setup on the extension arm
Tilt angle nc 2 wmyncX S@OSNE |mns
Optical system PMMA lens, replaceable LED module CREE LA
LEDs type CREE X2 W
LEDs lifetime L90 >50 000 h LEDs
Warranty 5 years
Manufacturers Data Version Update date Signature Page
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Technical Datasheet

ROSA ARTEMIS LED luminaire

Technical parameters

q

Type ARTEMIS LED 144
Code 229041/6 229041/3
Correlated colour temperature [K] 5000 3 500
Color rendering index CRI 757 >80
LEDs quantity 48

Supply current [mA] 1000

LEDs power [W] 144

LEDs luminous fld&Im] 20 950 17 000
Power consumption [W] 154

Luminaire luminous fldk[Im] 19 600 15900
Luminaire efficacy [Im/W] 127 103
Weight [kg] 11

Volume [n] 0,022

windage [ Depending on anglar setingy

1) including LEDs tolerance parameter accurac\8%
2) parameter accuracy +2

Low voltage directive LVD 2006/95/WE, normBENI 605981, PNEN 60598-3
Directive EMC 2004/108/WE, norms:-EN 55015, PIEN 61547, PIEN 610068-2, PNEN 610068-3

x  Shown parameters based on measurements according to IESNA-Q8/1 79

Distribution of ARTEMIS LED

Manufacturers Data Version Update date Signature Page
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