ROSA

Technical Datasheet

ISKRA LED luminaire
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Characteristic
Ingress protection IP 66
Electrical class I
Nominal input voltage 100- 240V AC
Frequency 50/60 Hz
Operating temperatures -mnc/ G2 bppc/
Material anodized aluminium alloy
Colour inox / black
Setup 2y GKS SEGSyarzy | N¥Y qgcnEdomT [NEO2YYSYRSR Y2dzyi
Optical system PMMA lens, replaceable LED module
LEDs lifetime L90 >50 000h
Warranty 5 years CR EE (e‘@
LEDs
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Technical Datasheet

ISKRA LED luminaire
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ROSA

Technical parameters

Type ISKRA LED 24 ISKRA LED 36
Code 213230/6 213230/3 213232/6 213232/3
Correlated colour temperature [K] 5000 3500 5000 3500
Color rendering index CRI 759 >80 759 >80
LEDs type CREE XE CREE X2
LEDs quantity 12

LEDs power [W] 24 36

LEDs luminous flg&Im] 2 750 2 150 5 050 3900
Power consumption [W] 28 42
Luminaire luminous fIUX[Im] 2500 1950 4 650 3600
Luminaire efficacy [Im/W] 89 70 111 86
Weight [kg] 2,2

\Volume [n] 0,005

Windage [m] 0,023

1) including LEDs tolerance parameter accuraeyd%4
2) parameter accuracy +2

x  Low voltage directive LVD 2006/95/WE, normEPNI 60598, PNEN 60598-3
x  Directive EMC 2004/108/WE, norms:-EN 55015, PIEN 61547, PIEN 610068-2, PNEN 6100€B-3
x  Shown parameters based on measurements according to IESNA-Q8/1 79

Distribution of ISKRA LED
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